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(54) Biosensor apparatus and method with sample type and volume detection

(57) A biosensor apparatus and method with sam-
ple type and cell volume detection. The apparatus in-

cludes a sine wave generator (104) to apply an AC sig-

nal to a biosensor cell containing a sample, a current-

to-voltage converter, a phase shifter, a square wave
generator, a synchronous demodulator, and a low pass
filter (120) which yields a signal proportional to the ef-

fective capacitance across the biosensor cell, which is

proportional to the volume of the sample. In addition, the

current-to-voltage converter yields a signal indicative of

the type of sample contained within the biosensor cell.

The method includes applying a sine wave to the bio-

sensor cell, shifting the phase of the resultant signal,

generating a square wave synchronous with the sine

wave, demodulating the resultant signal with the square

wave, and filtering the demodulated signal to produce a

signal proportionaJ to the effective capacitance across

the biosensor cell. The biosensor apparatus and meth-

od are capable of determining sample type and meas-

uring glucose levels over a wide range-of sample vol-

umes.
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EP 1 324 025 A2

Description

FIELD OF THE INVENTION

[00011 The present invention relates to biosensors and, more particularly, to a method and apparatus for detecting,

the type and volume of samples deposited within a biosensor cell.

BACKGROUND OF THE INVENTION

[00021 A biosensor is a device that measures the presence of various chemical components in a sample deposited

n a biosensor cell For example, a biosensor may be used to measure the amount of glucose present in a sample of

HiUS^XLir cell includes a pair of conductors, e.g., gold and palladium, configured to receive .

^taStaMi Wcallv. the biosensor generates an electrical signal that is proport.onal to the amount of a

SSS^Xoi. in a sample, which is assumed to have a certain vo.ume. If the sample ,s too smaW

Showed
the component in the sample, resulting in the potential for improper dagnose and treatment. Accord.ngly. methods

and apparatus for determining the adequacy of a biological sample are useful.

100031 One method for determining the adequacy of a sample within a biosensor cell is through the use of electnc

Tors Se Sric senL are conductors that detect the flow of electricity. In this method one or^^hon
conducto^are positioned at different locations throughout the biosensor cell. When the sample comes n«M««
a detecton conductor, the detection conductor will conduct electricity, thereby indicating the presence of the.sample

JS^SZ eSctiirfo circuitry can then be used to determine whether an adequate sample has been deported

txoL bSnso cell based on toe number of detection conductors that conduct electricity. This method has severe

^SS^SSSisaBn conductors are required in addition to the two existing parallel plate conductors of

£IS Si SS^TeTrorTSSuced if the sample touches a detection conductor without filling the area

to measure chemical components associated with certain diseases, such as d,abetes, that cause decreased

Si "
tTp'rtor art methods used to determine the adequacy of a samp.e result in the test being perfomted onlyif

no-go" method of using biological samples, which relies on the sample volume being within a nanow range, resu.ts

Kns^ceS
40 invention fulfills this need among others.

SUMMARY OF THE INVENTION

10007! The present invention provides for apparatus and methods that can determine whether a

time into a bLnsor, can accommodate variations in the volume of

Z tvne ofsample deposited within the biosensor. The aforementioned problems are overcome by accurately detecttng

toeSumefof theSSSSiL the biosensor ce.l by determining the biosensor cell's effecfive capacitance. wh.h .

nronnrtinnai to the volume of the sample within the biosensor cell. u S^a„

iS ^eZ^oZ present invention is an apparatus for measuring the effective"P-*"^ *£^
sorcell having a first conductor connection and a second conductor connection, the biosensorcell configured to recede

fLmlte2a volume related to the effective capacitance across the biosensor cell. The apparatus includes a

aeneT^r productM^SSSZ cel. end further having an output, a phase shifter having an input coupled
Jj

W converter and further having an output, a square wave generator producing a square wave •vnohnnowwftM

counted to the square wave generator, and a low pass fitter (LPF) having an input coupled to the output of^the syn

S5£fSSSL. the LPF producing a signal a, an output proportional to the effective capacitance across the
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EP 1 324 025 A2

biosensor cell.

[0009] Another aspect of the invention is a method for measuring the effective capacitance across a biosensor cell

having a first conductor connection and a second conductor connection, the biosensor cell configured for use in a
biosensor to receive a sample having a volume. The method includes applying a sine wave having a frequency to the

5 first conductor of the biosensor cell to produce an AC signal, shifting the phase of the AC signal, generating a square
wave synchronous with the sine wave, demodulating the AC signal with the square wave to produce a demodulated
signal, and filtering the demodulated signal to produce a signal proportional to the effective capacitance across the
biosensor cell.

10 BRIEF DESCRIPTION OF THE DRAWINGS

[0010]

Figure 1 is a block diagram of a biosensor and associated signal levels in accordance with the present invention;
is Figure 2 is a schematic diagram of a biosensor in accordance with the present invention;

Figure 3 is a timing diagram for measuring sample volumes and glucose levels in accordance with the present

invention;

Figure 4 is a graph depicting current values for filled and half-filled biosensor cells in accordance with the present
invention;

20 Figure 5 is a graph depicting volume detection A/D readings for filled and half-filled biosensor cells in accordance
with the present invention;

Figure 6 is a graph depicting a histogram of A/D readings, mean, standard deviation, and coefficient of variation

(CV) of filled and half-filled biosensor cells at 0.8 seconds after a sample is applied in accordance with the present

invention;

25 Figure 7a is a graph depicting glucose biases compared to an industry standard prior to volume compensation in

accordance with the present invention; and

Figure 7b is a graph depicting glucose biases compared to an industry standard after volume compensation in

accordance with the present invention.

30 DETAILED DESCRIPTION OF THE INVENTION

[001 1] FIG. 1 is a block diagram of biosensor device 1 00 in accordance with one embodiment of the present invention

for determining the volume of a sample positioned within a biosensor cell 1 02 and the type of sample positioned within

the biosensor cell 102. In addition, FIG. 1 depicts signal levels developed at various locations within the biosensor
35 device 100. In a general overview, an AC sine wave generated by an AC sine wave generator 104 and a DC biasing

voltage generated by a DC voltage source 106 are combined by a combiner 146 and applied to the biosensor cell 1 02
to create a signal that reflects the effective resistance 108 and capacitance 110 across the biosensor cell 102. In

addition, the AC sine wave is passed to a square wave generator 112 that generates a square wave synchronous with

the sine wave. The signal out of the biosensor cell 1 02 is passed through a current-to-voltage (l/V) converter 1 1 4 to

^0 convert the signal to a voltage signal. The voltage signal out of the l/V converter 114 is phase shifted by a phase shifter

1 1 6. The output of the phase shifter 1 1 6 is passed to a synchronous demodulator 1 1 8 for demodulation using the output

of the square wave generator 112 to create a demodulated signal. The demodulated signal is passed through a LPF
120 to create a signal proportional to the effective capacitance of the biosensor cell 102, which is proportional to the

volume of the sample. The signal is converted to digital by A/D converter 122 and the digital signal is processed by a
<s processor 124 to determine the volume of the sample based on the effective capacitance across the biosensor cell

102. In addition, the output of the l/V converter 114 is passed through a filter 126 that removes an AC sine wave
component and the resultant signal is converted to digital by the A/D converter 122 for processing by the processor

124 to determine the type of sample, e.g., test sample or biological sample, applied to the biosensor cell 102. The
present invention is particularly useful, but not exclusively so, in glucose measurement systems used by diabetics to

50 determine glucose levels in samples of blood.

[001 2] FIG. 2 is a schematic depiction of a device for determining the volume and type of a sample positioned within

a biosensor cell 102 that will be used to describe an embodiment of the present invention in detail. The biosensor cell

102 is a receptacle for a sample, e.g., blood. The biosensor cell 1 02 may be modeled in a known manner by an effective

resistance 108 in parallel with an effective capacitance 110 between a first conductor connection 128 and a second
55 conductor connection 130 of the biosensor cell 1 02. The biosensor cell 102 includes a first conductor coupled to the

first conductor connection 128 and a second conductor coupled to the second conductor connection 1 30. The first and
second conductors may be a pair of parallel plates substantially parallel to one another configured to receive a sample
therebetween. When a sample is positioned within the biosensor cell 102, the effective capacitance 110 of the biosensor

3
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cell 102 will be proportional to the volume of the sample. In alternative embodiments, the first and second conductors

may be a pair of plates positioned on the same plane to receive a sample thereon or may be a pair of cylindrical

conductors coaxial to one another configured to receive a sample therebetween.

[001 3] The sine wave generator 1 04 generates a sine wave that can be applied to the biosensor cell 1 02. By applying

5 the sine wave to the biosensor cell 1 02 at a first conductor connection 1 28, a signal is developed at the second conductor

connection 130 that reflects the effective resistance 108 and capacitance 110 of the biosensor cell 102. The amplitude

of the synthesized sine wave is selected such that it does not affect the electrochemical reaction in the biosensor cell

1 02 and can create a signal well above the system noise level. The frequency of the synthesized sine wave is selected

to maximize the signal to noise ratio of the biosensor. In one embodiment, the sine wave has an amplitude of about

10 50mV and a frequency of about 109.065Hz. An example of a suitable sine wave generator is a known direct digital

synthesis (DDS) chip, which includes a counter and a sine digital-to-analog (D/A) converter incorporated into an ap-

plication specific integrated circuit (ASIC), such as DDS chip part number AD9832 produced by Analog Devices, Inc.

of Norwood, MA, USA. This arrangement results in a very stable "stair-type" sine wave.

[001 4J The DC voltage source 106 generates a DC voltage that can be applied to the biosensor cell 102. The DC

is voltage enables the effective capacitance 1 1 0 to be developed quickly across the biosensor cell 1 02, thereby permitting

the volume of the sample applied within the biosensor cell 102 to be determined quickly. In one embodiment, the DC

voltage has an amplitude of about negative (-) 300mV. The volume of the sample within the biosensor cell 1 02 can be

determined accurately without applying the DC voltage to the biosensor cell 102. However, applying the DC voltage

enables the effective capacitance 110 to be formed more quickly. Accordingly, the DC voltage source 106 maybe

20 removed from the illustrated biosensor without departing from the spirit and scope of the present invention, however,

its inclusion can positively affect the performance of the biosensor in determining the effective capacitance 110.

[001 5] In the illustrated embodiment, the DC voltage source 1 06 comprises a first conventional OpAmp 1 32 and a

second conventional OpAmp 1 34. The non-inverting input of the first OpAmp 1 32 is coupled to a bandgap voltage 1 36.

The bandgap voltage 136 is generated by a known bandgap circuit that generates a stable voltage from a voltage

25 source e g a battery. The bandgap voltage 136 remains constant regardless of fluctuations in the output voltage of

the voltage source. The first OpAmp 1 32 is configured as a gain stage with its inverting input coupled to ground through

a ground resistor 138 and its output coupled to its inverting input through a feedback resistor 140. In addition, the

output of the first OpAmp 1 32 is coupled to a virtual ground through a first ground resistor 1 42 and to a system ground

through the first ground resistor 1 42 and a second ground resistor 1 44. The non-inverting input of the second OpAmp

so 134 is coupled to the output of the first OpAmp 132. The second OpAmp 134 is configured as a buffer stage with its

output coupled to its inverting input the output of the second OpAmp 134 reflects the DC voltage of the DC voltage

source 106. ,

[001 6] A combiner 1 46 combines the sine wave from the sine wave generator 1 04 and the DC voltage signal from

the DC voltage source 106 to create a signal to apply to a first conductor connection 128 of the biosensor cell 1 02. In

35 the illustrated embodiment, the combiner 146 comprises a conventional OpAmp 148. The non-inverting input of the

OpAmp 148 is coupled to the sine wave generator 104 through a first input resistor 150 and to the DC voltage source

106 through a second input resistor 152. The inverting input of the OpAmp 148 is coupled to a virtual ground through

a ground resistor 1 54 and the output of the OpAmp 1 48 is coupled to the non-inverting input of the OpAmp 1 48 through

a feedback resistor 1 56. It will be understood by those skilled in the art that, if the DC voltage source 1 06 is not used,

40 the combiner 1 46 may be removed and the sine wave generator 104 can be coupled directly to the biosensor cell 102.

[0017] The l/V converter 114 receives the current signal out of the biosensor cell 102 and converts it to a voltage

signal In the illustrated embodiment, the l/V converter comprises a conventional OpAmp 1 58. The inverting input of

the OpAmp 158 is connected to the second conductor connection 130 of the biosensor ceil 102. The non-inverting

input of the OpAmp 158 is connected to a virtual ground. A feedback resistor 160 coupled between the output of the

45 OpAmp 1 58 and the inverting input defines the gain of the l/V converter 114.

[0018] The phase shifter 116 shifts the phase of a signal out of the l/V converter 114 and, if present, removes any

DC component from the signal. In one embodiment, the phase of the signal out of the l/V converter 114 is shifted 90°.

In the illustrated embodiment, the phase shifter 116 comprises a capacitor 162 and resistor 164, and is followed by a

buffer amplifier 1 66. The buffer amplifier 1 66 may be a conventional OpAmp with the output of the buffer amplifier 1 66

so coupled to the inverting input of the buffer amplifier 1 66. The capacitor 1 62 is coupled between the output of the OpAmp

158 of the l/V converter 114 and the non-inverting input of the buffer amplifier 166. The resistor 164 is coupled on one

end between the capacitor 1 62 and the non-inverting input of the buffer amplifier 1 66 and to a virtual ground on the other.

[0019] The square wave generator 112 generates a square wave at an output that is synchronous with the sine wave

generated by the sine wave generator 1 04. In one embodiment, the square wave will have a comparatively low value

55 when the sine wave produced by the sine wave generator 1 04 is in a negative cycle and will have comparatively high

value when the sine wave is in a positive cycle. In the illustrated embodiment, the square wave generator 1 1 2 comprises

a conventional OpAmp 168 configured as a Schmidt trigger with some hysteresis and is coupled to the sine wave

generator 104 to generate a square wave synchronous with the sine wave produced by the sine wave generator 104.
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The non-inverting input of the OpAmp 168 is coupled to the sine wave generator 104 through an input resistor 170.

The inverting input of the OpAmp 168 is coupled to a virtual ground. The output of the OpAmp 168 is coupled to the

non-inverting input of the OpAmp 1 68 through a feedback resistor 1 72. It is contemplated that, if the sine wave generator

104 is an ASIC including a DDS chip, the square wave can be generated by the ASIC, thereby removing the need for

5 a separate component, e.g., square wave generator 112, to generate the square wave.

[0020] The synchronous demodulator 118 is a circuit for demodulating the phase shifted signal received from the

phase shifter 116 using the square wave from the square wave generator 112. The output of the synchronous demod-
ulator 118 is a signal with a sign dependent on the comparative amplitude of the square wave produced by the square
wave generator 112. If the square wave amplitude is low (indicating the sine wave is in a negative cycle), the sign of

10 the signal will change. If the square wave amplitude is high (indicating the sine wave is in a positive cycle), the sign of

the signal will not change.

[0021 ] In the illustrated embodiment, the synchronous demodulator 1 1 8 comprises an OpAmp 1 74 and a switch 1 75,

e.g., a transistor. The inverting input and the non-inverting input of the OpAmp 174 are coupled to the output of the

buffer amplifier 166 through a first input resistor 176 and a second input resistor 178, respectively. The output of the

15 OpAmp 174 is coupled to the inverting input of the OpAmp 174 through a feedback resistor 180. In addition, the non-

inverting input of the OpAmp 174 can be coupled to a virtual ground via the switch 175, which is controlled by the

square wave generator 112. When the square wave amplitude is high, the switch 175 is on and the non-inverting input

of the OpAmp 174 is coupled to the virtual ground, thereby changing the sign of the signal at the output of the OpAmp
174. When the square wave amplitude is low, the switch is off and the non-inverting input of the OpAmp 174 is not

20 coupled to the virtual ground, thereby leaving the sign of the signal at the output of the OpAmp 174 unchanged.

[0022] The LPF 1 20 filters the output of the synchronous demodulator 1 1 8 to generate a DC signal that is proportional

to the effective capacitance 110 of the biosensor cell 102, which, in turn, is proportional to the volume of a sample
within the biosensor. In one embodiment, the "cut-off" frequency of the LPF 1 20 is much lower than the frequencies in

the signal out of the synchronous demodulator 118. Since the cut-off frequency is much lower than the frequencies in

25 the signal out of the synchronous demodulator 118, the LPF 120 averages the signal. .The resultant signal is a DC
signal proportional to the effective capacitance 11 0 of the biosensor cell 1 02. Support showing that the resultant signal

is proportional to the effective capacitance 110 and does not represent the effective resistance 108 is described below

in reference to equations 1-8. In the illustrated embodiment, the LPF 120 includes a resistor 182 and a capacitor 184.

The resistor 182 is coupled on one end to the output of the synchronous demodulator 1 1 8 and to the capacitor 1 84 on
30 the other. The capacitor 184 is coupled between the resistor 182 and a virtual ground.

[0023] An amplifier 185 amplifies the output of the LPF 120. In the illustrated embodiment, the amplifier 185 is a

conventional OpAmp 186. The non-inverting input of the OpAmp 186 is coupled to the LPF 120. The inverting input of

the OpAmp 186 is coupled to a virtual ground through a ground resistor 188 and the output of the OpAmp 186 is

coupled to the inverting input of the OpAmp 1 86 through a feedback resistor 1 90.

35 [0024] A voltage divider 1 9 1 reduces the voltage level out of the amplifier 1 85 to a suitable level for the A/D converter

122. In the illustrated embodiment, the voltage divider 191 comprises a first resistor 192 and a second resistor 194

coupled in series between the output of the OpAmp 186 and a system ground. The connection between the resistors

1 92, 1 94 provides a reduced voltage level that is dependent on the values selected for the resistors 1 92, 1 94.

[0025] The filter 126 is a conventional filter for removing an AC component from the signal out of the l/V converter

40 114. The resultant signal out of filter 126 is indicative of the type of sample applied to the biosensor cell 102. For

example, in measuring glucose levels in blood, a test sample, e.g., sugar water, is first applied to the biosensor cell

1 02 to determine if the biosensor is operating property. The resultant signal can be used in a known manner to determine

the type of sample, e.g., blood or sugar water. In one embodiment, the filter 126 is configured to remove AC signal

frequencies equivalent to the AC signal frequency generated by the sine wave generator 104. In an alternative em-
45 bodiment, the filter 126 removes all AC signals.

[0026] The A/D converter 122 converts analog signals received at an input to digital signals at an output. In one
embodiment, the A/D converter 122 is coupled to the LPF 120 through the voltage divider 191 and amplifier 185 via a
switch 196, e.g., a transistor, to perform a first function of converting the signal proportional to the effective capacitance

110 of the biosensor cell 102 from analog to digital. In addition, the A/D converter 122 may be coupled to the output

50 of the l/V converter 114 through the filter 126 via a switch 198, e.g., another transistor, to perform a second function

of converting the signal indicative of the type of sample within the biosensor cell 102 from analog to digital. The closure

of the switches 1 96, 1 98 is mutually exclusive to prevent more than one signaJ from entering the A/D converter 122 at

a time. It will be understood by those skilled in the art that the A/D conversion for determining the effective capacitance

1 1 0 of the biosensor cell 1 02 and the A/D conversion for determining the type of sample deposited within the biosensor
55 cell 1 02 can be performed by two separate A/D converters. If separate A/D converters are used, or if only one function

is to be performed, the switches 1 96, 1 98 can be eliminated.

[0027] In one embodiment, the A/D converter 1 22 is a dual slope A/D converter. A dual slope A/D converter is a
device that converts analog signals to digital by integrating the analog signal for a specified period of time and, then,
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PiPPi
discarded.

_ -_imd to determine the amount of a component within a sample within a

(-) 300mV, generates a "first pulse" current, y through the biosensor ce« 102. ™°^™*^v and allowed to

proportional to the effective capacitance 110 across the biosensor eelr102, ^ capacitance

[00331 In one embodiment, a known capacitor with a standard value, e.g., 0 47 uF±2% ,sNtoMa •
ne P

Z^lS*no. values by the processor 124 using the stored capacitance .convers.cn slope.

6
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SUPPORT

[0034] When two parallel plates with the surface area of A are separated by a distance, d, with an insulator there-

between, the capacitance is calculated by:

5

Cap = e,£0 £ (1)

where Zq is the permittivity or dielectric constant of the free space and e
r
is the relative dielectric constant of the insulator

1° inserted between the two plates. The capacitance is directly proportional to the surface area, A, (or the electrode

surface in contact with the sample solution) and is inversely proportional to the distance, d, between the two plates.

[0035] In order to generate a signal proportional to the applied sample volume, the measurement must be independ-
ent of the effective resistance 1 08. To prove that the output of the circuit described in reference to FIG. 2 is proportional

to the biosensor cell's effective capacitance 110 and is not a function of the biosensor cell's effective resistance 108,
is it is assumed that the synthesized sine wave is a continuous sine wave with an amplitude, V, and frequency/,:

v = Vsin o)f, (2)

20 where u) = 2nf, and t is time. The current through the biosensor cell 102 when a sample is applied to it will have the

same shape with a q> degrees phase shift:

25

30

35

40

45

50

i = /sin(o) f+q>) (3)

where, / = { W*Z*}, cp * tan* 1 (wflC). The impedance, Z, of the biosensor cell is:

Z=
1 + /(DflC

(4)

[0036] The output of the LPF 120, V0> is the average of the l/V converter 114 output after it has been phase shifted

90 degrees:

V H
Vo=2f rzjRsl cos(2?r/f + <p )dt

\Z\ 0
. , .

' • (5)

where Rs is the sense resistor for the \N converter 114. In this equation, it is assumed that the phase shifter gain is

one. By substituting Z and evaluating the integral:

2VR
I

—
55

Va = Sg-EEsinfoO. 9 = tan"
1
(coRC) (7)

[0037] After some mathematical simplifications:
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_ 2Vu>Fl
s°=~^ C

(8)

leveMor the sample. Th,s process will now be described in detai.. The glucose concentration (G) canZ calculated as

G=(^-y(GsP -z)
l
fp

(9)

where
(„,

is a first pulse current of one polarity determined during a first pulse (fp), Ls is a steady state oulse current

IZ°1T^^ermined dUrin9 3 SeC°nd pUlSe (SP>' P and * »™oamrlnoo^Sl^ is a Zose
follows:

emulated during the second pulse. The second pulse glucose concentration, G^, can b^c^cnjlatedas

r d
-

sP~2FAD fss> (10)

SSJH
b
i°

Sen
f

r Ce
" iS n0t fi"ed comP,ete|y bV «» sample and the cell area equals A, then G and G can be22? based on the partially filled volume. To illustrate this concept, assume a partially i ed bSensor oSlmS h V brenS° r Ce" C°Vered by *" samp,e resented by partially fille area, AJlZ7pFStZs^partly filed, .n order to ca,cu.a.e the glucose value, mis area is used to calcu ate the parta^S^osTvSu!

; (li)

where:

G d
sPPF ~2FAPFD

l^F (12)

Therefore,

8
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15

20

3pF=(^r(opT-oW^) (13)

5 [0040] The cell currents, iss and are proportional to the cell area A and the equivalent cell capacitance is propor-
tional to the cell area:

/ssf = V =
af =

cf .

ro 'sspf ;Vff ^pf cpf'

where F stands for a completely filled cell.

[0041] Therefore, if the partially filled cell currents, i^pp and i,ppF , are calculated and substituted to calculate the

glucose concentration of a sample that partially fills the biosensor cell; then:

CPF

[0042] If the ratio for capacitance is substituted with the ratio for area, then:

IssF~q~
f (

0"'tj^<wfo~£* (15)

30

and

^'tf*f**Afrr*
.

(17)

This is equivalent to the glucose calculated from a completely filled biosensor cell in equation 9, i.e.:

35

GPF =GF (18)

This indicates that an accurate glucose level can be calculated even if the biosensor cell 1 02 is only partially filled.

40 [0043] FIG. 4 depicts pulse current values for filled and half-filled biosensor cells during first pulse and second pulse

periods prior to compensation based on the effective capacitance of the biosensor cell in accordance with the present

invention. The transition from first pulse to second pulse occurs at about 10 seconds in the example depicted in FIG.

4. As shown, the shapes of the current profiles are approximately the same for the filled and half-filled biosensor cells,

however, there are significant differences in their current values. These differences may be due to variations in the
4$ actual glucose levels and the volumes of the samples. For example, a low glucose level calculation may be due to a

low glucose level and/or a low sample volume. Therefore, glucose level calculations based on current levels prior to

compensation may be inaccurate. Results shown in the FIG. 4 were collected by dosing biosensor cells with blood

samples having 40mg/dL to 600 mg/dL glucose and hematocrit levels of 20-70%.

[0044] FIG. 5 depicts volume detection AID readings for completely filled and half-filled biosensor cells during 0.6 to

50 0.8 seconds after a sample is detected in a known manner. A synthesized AC sine wave is applied at the beginning

of the first pulse and the volume detection circuits are stabilized before obtaining volume detection A/D readings. As
shown, A/D readings for half-filled biosensor cells are about half the A/D readings for filled biosensor cells, thereby

demonstrating that the A/D readings are related to the volume of the sample within the biosensor cell. Results shown
in FIG. 5 were collected by dosing biosensor cells with blood samples having 40 mg/dL to 600 mg/dL glucose and

55 hematocrit levels of 20-70%.

[0045] FIG. 6 depicts a histogram of A/D readings, mean, standard deviation, and coefficient of variation (CV) of

filled and half-filled biosensor cells at 0.8 seconds after a sample is detected. As shown, the A/D reading are strongly

9
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correlated to the sample volume.

[0046] RGs 7a and 7b depict a comparison of the glucose biases of a biosensor in accordance with the present
invention to glucose measurements performed by a YSI Glucose Analyzer available from YSI Incorporated of Yellow
springs, Ohio, USA (an industry recognized -gold" standard for performing glucose measurements) before and after
compensation for sample volumes applied to the biosensor cell, respectively. The glucose biases represent the differ-
ences between glucose levels measured by a biosensor in accordance with the present invention and glucose levelsmeasured by the YSI Glucose Analyzer at the glucose levels measured by the YSI Glucose Analyzer In FIGs 7a and7b when glucose levels measured by the YSI Glucose Analyzer are below 100 mg/dL the bias is defined in terms ofmg/dL and when glucose levels measured by the YSI Glucose Analyzer are above 100 mg/dL the bias is defined interms of a percentage.

[0047] FIG. 7a shows the glucose biases for completely filled and half-filled biosensor cells prior to being compen-
sated by the volume detection A/D readings. As shown, the half-filled biosensor cells can have up to -70 % bias for asample having a glucose level of 600 mg/dL and -25 mg/dL bias for a sample having a glucose level of 40 mg/dL FIG
7b shows a significant improvement in the half-filled biosensor cell glucose biases after compensation with volume
detection A/D readings. As shown, the half-filled biosensor cell=s bias is reduced to less that approximately -30 % for
a sample having a glucose level of 600 mg/dL and -10 mg/dL for a sample having a glucose level of 40 mg/dL
[0048] Having thus described a few particular embodiments of the invention, various alterations, modifications and
improvements will readily occur to those skilled in the art. Such alterations, modifications and improvements as are
made obvious by this disclosure are intended to be part of this description though not expressly stated herein and are
intended to be within the spirit and scope of the invention. Accordingly, the foregoing description is by way of example
only, and not limiting. The invention is limited only as defined in the following claims and equivalents thereto

Claims

1
.

An apparatus for measuring the effective capacitance across a biosensor cell having a first conductor connection
and a second conductor connection, the biosensor cell being configured to receive a sample having a volume
said apparatus comprising:

a sine wave generator having an output for coupling to the first conductor connection of the biosensor cell
said sine wave generator producing an AC signal;

a current-to-voltage (l/V) converter having an input for coupling to the second conductor connection of the
biosensor cell and further having an output;

a phase shifter having an input coupled to the output of said l/V converter and further having an output;
a square wave generator producing a square wave synchronous with said AC signal;
a synchronous demodulator having an output, a first input coupled to said phase shifter, and a second input
coupled to said square wave generator; and
a low pass filter (LPF) having an input coupled to the output of said synchronous demodulator, said LPF
producing a signal at an output proportional to an effective capacitance across the biosensor cell.

2. The apparatus of claim 1 , further comprising:

a DC voltage source coupled to the first conductor connection of the biosensor cell, said DC voltage source
adding a DC component to said first conductor. •

3. The apparatus of claim 2, wherein said phase shifter shifts the phase of a signal out of said l/V converter and
removes said DC component from said signal out of said l/V converter.

4. The apparatus of any one of claims 1 to 3, further comprising:

an analog-to-digital (A/D) converter having an analog input coupled to the output of said LPF and further having
a digital output, said A/D converter converting said signal proportional to the effective capacitance across the
biosensor cell from analog to digital. .

5. The apparatus of claim 4, further comprising:

a processor coupled to the digital output of said A/D converter to process said digital signal proportional to
the effective capacitance across the biosensor cell to derive the effective capacitance across the biosensor cell.
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6. The apparatus of claim 5, said processor further deriving the volume of the sample based on the effective capac-
itance across the biosensor cell.

7. The apparatus of any one of claims 1 to 6, wherein said sine wave generator generates a synthesized sine wave.

8. The apparatus of claim 7, wherein said synthesized sine wave is a stair type sine wave.

9. A biosensor for measuring components within a sample, said biosensor comprising:

an apparatus according to any one of the preceding claims.

10. A method for measuring the effective capacitance across a biosensor cejl having a first conductor connection and
a second conductor connection, the biosensor cell being configured for use in a biosensor to receive a sample
having a volume, said method comprising:

employing said apparatus of any one of claims 1 to 8 to measure the effective capacitance across said bio-

sensor cell.

11. The method according to claim 10, wherein said method is a method of measuring glucose.
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